Preliminary Amendment 


REMARKS 


Examination of the claims as pending in view of the above amendment is respectfully 
requested. Full support exists for the amendment in view of the application, including the claims, as 
originally filed. 

If there are any fees due in connection with the filing of this response, please charge the fees to 
deposit Account No. 03-0060. If a fee is required for an extension of time under 37 C.F.R. § 1 . 1 36 not 
accounted for above, such extension is requested and should also be charged to our Deposit Account. 


Atty. Docket No, 97020CIP2CON2 (3600-091-04) 

KILYK & BOWERSOX, P.L.L.C. 

53A Lee Street 

Warrenton, VA 20186 

Tel: (540)428-1701 

Fax.: (540) 428-1720 



Preliminary Amendment 

vfr5;ton wtt w marioncs to show thancts made 

Please delete the paragraph beginning on line 4 and ending on line 6 of page 1 and insert the 
following: 

This application k ^ rnnHmiatinn applicatmn nf T J.S. Application No. 09/453.419. which is a 
mntiniifltinn of TJS; Applicatinn Nn 09/^75 044 filfid Aiigist 16, 1999, now TTS Patent No. 
671 r779^ wbirh in tiim i<; a flivi^innal nf TI S Application No. 09/061 Kl\ . filed April 17. 1998. now 
Tis; Patent No f^ j^Sly%l which in turn is a Continuation-bi-Part application of U.S. Application 
[Serial] No. 08/837,493, filed April 18, 1997, now U S . P atent No. 5,904,762, which is incorporated in 
its entirety by reference herein* 

Please delete the paragraph beginning at line 15 and ending at line 30 on page 13 and replace it 
with the following; ..^^ - " " 

It is preferred that a diluent is also present in any feedstock including the silicon-containing 
compound. The diluent should be volatilizable and/or decomposable since it will be preferably injected 
into the reactor along with the silicon-containing compound* The diluent can as well also serve as a 
carbon black-yielding feedstock. For instance, the diluent can comprise alcohol or mixtures thereof 
which can serve as the carbon black-yielding feedstock as well as the diluent. The diluent is preferably 
capable of increasing the mass flow rate of the feedstock in which it is contained and/or is capable of 
lowering the temperature of the reactor at about the point of introduction of the feedstock which 
contains the diluent. The lower temperature assists in causing the silica domain aggregate to be finer 
and more numerous. The diluent can comprise a liquid and/or a gas and is preferably miscible with the 
silicon-containing compounds though this is not necessary. Further examples of diluents are water and 
[aqeous] aqueous based solutions. The diluent can be present in any amount and is preferably present 
in amounts which will increase the mass flow rate of the feedstock and/or lower the temperature of the 
reactor at about the point of introduction of the feedstock. The diluent can also be included in 
feedstocks which do not contain any silicon-containing compound, or can be introduced in a separate 
stage. 


Preliminary Amendment 

Please delete the paragraph beginning at line 31 of page 18 and ending at line 2 on page 19 and 
replace it with the following: — - 

in ienerairdiazonium-salts-are-fcermally unstable. They are typically prepared in a solution at 
low temperatures, such as [O-S'C ] Q=52£, ^Xised without isolation of the salt. Heating solutions of 
some diazonium salts ma>riiberatenifrogen and form either the corresponding alcohols in acidic media 
' or the organic free radicals in basic media. 


